
Open Frame Touchscreen Monitors Features
Driver support for all the current operating syst
A+ quality LED backlight panels
10-Finger-Multi Touch Capacitive Touch Panel
Patented IP65 front with silicon seal

The most common video connectors available
High resolution LCD Panels
Reinforced front glass
1 year guarantee



Ordering information
32” Open Frame CapaciƟve Touch Screen Monitor

IP Rating
IP65 Front / lP40 Back

Product Name
Model Number

32’’ Open Frame Capacitive 
Touch Screen Monitor 
ZL32TMCAPOF

LCD Panel
31.5/80.01
69.84×39.29
16:9
1920×1080
1920×1080
16.7M
10001000
1200:1
8/8
178/178
LED / 100,000

Screen Diagonal (Inch/cm)
Active Display Area(cm)
Aspect Ratio
Physical Resolution
Maximum showable resolution
Colours Displayed
BrigBrightness (cd/m2)
Contrast
Typical Reaction Time Tr/ Tf (ms)
Visual Angle Horizontal / vertical (°)
Backlight/Backlight Lifetime (hours)

Touch Panel
Projected Capacitive 10-point Multitouch
Windows; Linux; Mac; Android
Unlimited
7H
Anti-glare�optional�
Tempered glass

Touch Technology
Touch Panel Drivers
Touch Life (Contacts)
Surface Hardness
Surface Treatment
Glass Strengthening

Operation/Mechanical
-10 - +60 
10%-90%
12.00
25.00 (incl. cartonage)
Aluminum
768.4 × 462.9 ×51.0
VVESA 200×200

Operating Temperature (°C)
Humidity Range (RH)
Net Weight(Kg)
Gross Weight(Kg)
Housing Material
Housing(mm)L x W x H
MouMounting

External Connectors
1x HDMI 1.3 (incl. HDCP)
1x DVI-D
1x VGA
1x PC-Audio
1x USB
1x Serial
1x 12V DC-In1x 12V DC-In

Video

Audio
Touch Connector
Connectors

Power
Power Indicator 
Power Supply

Working Power (V)
Working Power (w)
Stand-By Consumption

Green LED
100-240V ACDC active 
switching;24V DC-Out
24
65
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