
Industrial Touch PC Features
Intel® Celeron J4125
64GB Zuljana Industrial SSD
4GB DDR4 RAM

Windows 10 Pro

Extensive industrial and consumer interfaces

10-Finger-Multi Touch Capacitive Touch Panel

Patented IP65 front

Audio amplifier with speakers

1 years guarantee



Ordering information
8" Touch Panel PC with Intel® Celeron J4125 and Windows 10 Pro

IP Rating
IP65 Front / lP40 Back

Product Name
Model Number

8 Inch Industrial Panel PC
ZL08PC-C

LCD Panel
8/20.32
16.31(H)×12.25(V)
4:3
1024×768
1920×1080
16.7M
300300
700:1
6/14
150/150
LED/20,000

Screen Diagonal (Inch/cm)
Active Display Area(cm)
Aspect Ratio
Physical Resolution
Maximum showable resolution
Colours Displayed
BrigBrightness (cd/m2)
Contrast
Typical Reaction Time Tr/ Tf (ms)
Visual Angle Horizontal / vertical (°)
Backlight/Backlight Lifetime (hours)

Touch Panel
Projected Capacitive 10-point Multitouch
Windows; Linux; Mac; Android
Unlimited
7H
Anti-glare (Optional)

Touch Technology
Touch Panel Drivers
Touch Life (Contacts)
Surface Hardness
Surface Treatment

Operation/Mechanical
-10 ~ +60
10% ~ 90%
1.6
2.2(incl.cartonage)
Aluminum front/back case
201.0 × 160.5 × 46.7
VVESA 100

Operating Temperature (°C)
Humidity Range (RH)
Net Weight(Kg)
Gross Weight(Kg)
Housing Material
Housing(mm)L x W x H
MouMounting

PC System
Intel® Celeron J4125
Intel® NM70 express chipset
Intel® Graphics 4000
Realtek ALC662 
6 channel high fidelity audio chip
4GB DDR4 non-ECC
Zuljana InduZuljana Industrial 64GB SSD
2 x Realtek PCIe GB LAN 8111G; W-LAN
Win7/8/10; Linux; 32Bit/64Bit
Windows 10 Pro

CPU
Chipset
Graphic/GPU
Audio

Memory
Storage
NNetwork
Driver Support
Pre Installed

External Connectors
1 x 12V DC-In; 2 x USB 3.0; 2 x USB 2.0;  1 x HDMI; 2 x COM Port; 5V/12V; 
2 x 10/100/1000Mbit RJ45 Ports

Power
Power Indicator 
Power Supply
Working Power (V)
Working Power (w)
Stand-By Consumption

Green LED
12V DC
12
14
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